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Particle location with respect to the plasma volume and the focal volume 

of the collection optics is identified as an important source of uncertainty 

in single-aerosol Laser-Induced Breakdown Spectroscopy (LIBS) 

measurements.  Two sets of optics were used to image different regions of 

a LIBS plasma and simultaneously collect spectra from single particles.  

Strong variation and lack of correlation between the two measurement 

channels suggests that emission from a single particle is localized within 

the plasma.  Measurement precision and detection efficiency were 

improved by imaging a larger plasma region, thus integrating the spatially 

distributed signal. 
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 Laser-induced breakdown spectroscopy (LIBS) is emerging as a useful analytical 

technique for measuring the size and composition of individual aerosol particles.  Recent 

studies have indicated that LIBS is suitable for a variety of applications including 

atmospheric pollution measurements, 1,2 thermal process exhaust monitoring, 3 and 

biological aerosol detection. 4-8  With the potential ability to measure the size and 

composition of submicron particles, LIBS is a promising new tool for aerosol science. 

 In some applications, LIBS can provide highly quantitative results.  Calibration 

curves for laboratory measurements of aerosols have been found linear over a large range 

of analyte concentration, with small uncertainties.  Such curves are typically obtained by 

sampling a particle-laden gas flow of known mass concentration, and averaging spectra 

collected from many laser shots.   However, many applications require information about 

single particles, measured with a single laser shot, which significantly reduces the 

measurement precision.  Hahn 9 quantified the uncertainty of single particle 

measurements by sampling monodisperse aerosols, illustrating both the potential of 

single particle LIBS measurements and the limitations due to precision in standard 

implementations of LIBS.   

 Consequently, a number of recent studies have focused on investigating sources 

of uncertainty in single-particle LIBS measurements.  Nearly all of these studies have 

focused on shot-to-shot fluctuations of bulk plasma parameters such as temperature and 

electron density.  Fluctuations in laser pulse characteristics and variations in laser-plasma 

interactions influence the plasma formation, and have been identified as sources of 

uncertainty in the LIBS signal. 10-13  It has also been observed that if a particle is too large, 

or if it is located at the boundary of the plasma, there will be insufficient energy transfer 



Submitted to Appl. Phys. Lett. 3

to completely vaporize the particle, resulting in an artificially low signal. 14  However, it 

has generally been assumed that species diffusion within the plasma is sufficiently fast 

that, once vaporized, the initial location of the particle relative to the plasma volume and 

the focal volume of the spectrometer collection optics is irrelevant.  In this Letter, the 

influence of the particle location is identified as an important source of uncertainty in 

single-particle LIBS measurements.   

 In these experiments, two separate sets of optics were used to collect two 

simultaneous spectra from single laser-plasmas.  One set collected emissions at a right 

angle to the incident laser beam (“side-collection”), while the other set collected 

emissions backwards along the axis of the beam (“back-collection”).  The side collection 

optics consisted of two 50 mm diameter, 75 mm focal length plano-convex UV fused 

silica lenses.  For back-collection, plasma emission was first collimated with a lens, 

diverted from the laser beam path with a pierced mirror, and focused with a second lens, 

each identical to the side-collection optics.  The two legs of a bifurcated optical fiber 

bundle, each leg containing 7 fused silica fibers (200 µm core diameter, 700 µm bundle 

diameter), were positioned at the focal points of the collection optics to guide the light 

from both side- and back-collection to an imaging spectrometer for simultaneous 

measurement.  The spectrometer (Acton Research, SpectraPro) utilized a 1200 G/mm 

grating, and was mated to a time-gated ICCD camera (Roper Scientific, PI-MAX).  Light 

from each leg of the fiber bundle was dispersed separately onto two regions of the CCD 

array, each 85 pixels high.  The plasma excitation source is a Q-switched Nd:YAG laser 

operating at the fundamental wavelength (1064 nm), and at 10 Hz, with a nominal pulse 

width of 10 ns, average pulse energy of 275 mJ, and beam diameter of 10 mm.  The laser 
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was focused with the same lens that collimated the plasma emission in the back-

collection optics.  The gate delay of the detector was 15 µs with respect to the laser Q-

switch, and the gate width was 20 µs.   

 Measurements were performed in a dilute stream of magnesium chloride aerosols 

in air.  The particles were size selected by electric mobility diameter using a differential 

mobility analyzer (TSI model 3080) to a mean diameter of 500 µm.  The signal used to 

quantify the analyte present in the plasma is defined as the integrated atomic line 

normalized by the continuum baseline value, and termed the peak-to-base (P/B) ratio.  A 

two-line conditional test 15 was used to determine the presence of a particle signal within 

each collected spectrum.  With no analyte present and signal due only to noise, the 

detection criteria resulted in false hit rates of 0.01% or less.  The particle stream was 

diluted so that particle hits occurred on approximately 1% of the laser shots.  Under these 

conditions, the vast majority of the collected “hit” spectra can be considered to be from 

plasmas containing single particles, with a small fraction containing more than one 

particle, and a negligible fraction of false hits.  Approximately 1% of the recorded hits 

contained large outlying values, which were assumed to be multiple-particle hits, and 

were excluded from calculations of sample mean and standard distribution values. 

 In the experiment, spectra were recorded from 50,000 laser shots.  On each shot, 

both spectra were recorded.  Particle hits were detected in at least one of the two spectra 

on 522 of the laser shots, however three different cases were observed.  Signal was 

present in both spectra on only 220 shots (42% of the total hits, termed Case 1).  Signal 

was present only in the side-collected spectrum on 125 laser shots (24%, Case 2), and in 

177 shots, signal was present only in the back-collected spectrum (34%, Case 3).  This 
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means that 58% of the time when a particle was detected in one spectrum, it was not 

visible in the other spectrum.  Additionally, the side-collected signal tended to be both 

stronger and show more variation than the back collected signal.  The mean values and 

standard deviations of the signals for each case are given in Table I.  

 For each pair of spectra, parameters such as the particle size and bulk plasma 

properties were identical.  The only factor contributing to the difference between the two 

sets of spectra was the collection optics employed with each method.  Specifically, each 

set of optics imaged a different region of the plasma; these experiments show that 

emissions are not uniform across the plasma volume.  The variation between the side- 

and back-collection spectra illustrate that the region of strongest emission changes with 

each particle hit.  This suggests that the ablated particle material diffuses a limited 

distance within the plasma, and will not be detected if it is not initially located within, or 

near the focal volume of the optics.  The enhanced particle detection efficiency of the 

back-collection method is likely due to the fact that the plasma volume is elongated and 

the focal volume of the back-collection optics is aligned with the major axis of the 

plasma, making it more likely that an ablated particle will lie within the focal volume 

than in the side-collection measurement.  The mean values of the signals in Cases 2 and 3 

are roughly a factor of four larger than the detection threshold, and each case contains 

spectral signals greater than ten times the detection threshold.  Hence it is not true that 

only the very small particles with weak signals populate Case 2 and Case 3, it is common 

for a large particle to go undetected on one channel but be detected on the other. 

 Further illustrating the effects of particle location, the 220 shots from Case 1 are 

plotted in Figure 1.  In this plot, each point represents a single laser shot, with the side-
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Figure Captions 
 
 
Figure 1.  Side- and back-collected particles signals show no correlation.  Each point 

represents a single particle with the side-collected signal on the x-axis and the back-

collected signal on the y-axis.   
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